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D241002

CORDLESS
ANGLE GRINDER

Max Disc Diameter
Spindle Thread M10

No-Load Speed 8500r/min

Charge Time 120min  Max Impact Rate
Batter Capacity

PCS/CTN 6 Charge Time
GW./NW.

Measurement 49.5x33.5x36.5cm  Impact Engery

PCS/CTN
GW./NW.
Measurement

NEW GENERATION SAFETY TOOL

D221602

CORDLESS
ROTARY HAMMER

@ 100mm Max Drull Diameter

20V/4.0Ah  MNo-Load Speed

24.3/7.2Ke  Batter Capacity

64x47x37.2cm  Measurement

SERIES

D212002

CORDLESS
IMPACT WRENCH

.
=
:
=

3%+ (]

— Power display showing on the machine

— Brushless and Mon-inductive motor provides

lenger lifetime

— Ergonomical design.rubber over moulder
handle for a secure hold and prolonged
fatigue-free working

— 2 torque adjustment, stepless switch allow

different working situation

20V CORDLESS IMPACT WRENCH

Square Drive Anvil 1/2 " {®12.7mm)
Capacity High Tensile Bolt Ma-M20
Max Torque 330N.m

Max Impact Rate 0-3300/min
No-Load Speed 0-3000r/min
Charge Time 120min
Batter Capacity 20V/4.08h
PCS/CTN &
GW./N.W. 21/6Kg
Measurement 49.5%33.5x36.5cm

D222602
CORDLESS

Kewess Chuck

ROTARY HAMMER

D221001

CORDLESS
IMPACT DRILL

ClEnm

— Brush motor

— Torque adjustment

— Wariable speed

— Integrated LED light

= 3 functions:drill/impact drill/screwdriver
= Spindle automatic lock available

\ MII: IDLESS JRILL
@ 0.8-10mm

Max Drillling Dia Steel ®10mm
Wood ®25mm

Max Torque 40N.m

No-Load Speed 0-350/1350r/min

Charge Time &0min

Battery Capacity 14 4V/1.5Ah

PCS/CTN (]

GW./NW, 16/6.5kg

Measurement 58.5x38x26cm

D222601

CORDLESS
ROTARY HAMMER

Concrete @ j()mm Max Drill Diameter Concrete ¢ 26mm  Max Drill Diameter  Concrete @ 26mm

@ 10mm steel @ 13mm Steel @ 13mm

@ 25mm Wood ¢ 32mm Wood @ 32mm
0-5100/min  Max Impact Rate 0-4800/min Max Impact Rate 0-3900/min
0-1000r/min  Mo-Load Speed 0-1100r/min No-Load Speed 0-850r/min
60min  Charge Time 120min Charge Time 120min
14.4V/3.0Ah  Batter Capacity 20V/4.0Ah  Batter Capacity 20V/4.0Ah
2.3) Impact Engery 2.8) Impact Engery 2.5])

5 PCS/CTN 3 PCS/CTN 3

28/75kg GW./NW, 19.2/7.8kg GW./NW. 19.2/7.8kg

46.2%43x34.1cm  Measurement

46.2x43x34.1cm

D211207
CORDLESS DRILL

Kevless Chuck
Max Drillling Dia

Max Torque
MNo-Load Speed
Charge Time
Battery Capacity
PCS/CTN
GWL/NW.,
Measurement

D211408

@ 0.8-10mm
Steel @©10mm
Wood @25mm
36N.m
0-750r/min
F0min
12V/1.5Ah

6

12.5/6kg
54.5%36%25cm

CORDLESS DRILL

Keyless Chuck
Max Drillling Dia

Max Torque
MNo-Load Speed
Charge Time
Battery Capacity
PCS/CTN
GWLINW.,
Measurement

P 0.8-10mm
Steel ®10mm
Wood ®25mm
36MN.m
0-350/1350r/min
F0min
14.4V/1.5Ah

6

14.5/6.7kg
54.5x36x25cm

D211211

CORDLESS DRILL

Keyless Chuck
Max Drillling Dia

JJ@HM

2] U.B ‘10:11m
Steel @10mm
Wood ®©25mm

:UD@UM

D231001
CORDLESS DRILL

@ 0.8-10mm
Max Drillling Dia Steel ©10mm
Wood ®25mm

Keyiess Chuck

Max Torque 34N.m Max Torque A0N.m

MNo-Load Speed 0-350/1350r/min No-Load Speed 0-350/1350r/min
Charge Time 90min Charge Time G0min

Battery Capacity 12V/1.5Ah Battery Capacity 14.4V/1.5Ah
PCS/CTN (-] PCS/CTN [

GW./NW. 15.6/6ke GW./N.W. 16.5/6kg
Measurement 54.5%36x25cm Measurement 58.5x38x26¢cm
D211808 D270801
CORDLESS DRILL CORDLESS SHEAR

Keyless Chuck
Max Drillling Dia

Max Torque
MNo-Load Speed
Charge Time
Battery Capacity
PCS/CTN
GWLINW,
Measurement

P 0.8-10mm
Steel ®10mm
Wood D30mm
40N.m
0-400/1350r/min
20min
18V/1.5Ah

6

14.5/6.7kg
54.5x36x25cm

Max Drill Cutting Capacity

Tinfoil/Aluminum Sheet 0.4mm
Vinyl Fabrics/Cardboard/Stalk 2mm
Pve/Adhesive Tape 3mm
Felt/Leatherware/Corrugated Board Smm
Cotton Fabric 8mm
No-Load Speed 11000r/min
Charge Time 240min
Battery Capacity 3.6V/2.0Ah
PCS/CTN 20
GW./NW. 12.7/6ke
Measurement 51x29.5x38.7cm

D211208
CORDLESS DRILL

Keyless Chuck @ 0.8-10mm
Max Drillling Dia Steel @10mm
Wood @25mm

Max Torque 34N.m

Mo-Load Speed 0-350/1350r/min
Charge Time 90min

Battery Capacity 12V/1.5Ah
PCS/CTN &

GW./MNW, 14.5/6.7kg
Measurement 54.5x36x25¢cm

D271501
CORDLESS SHEAR

Max Drill Cutting Capacity

Iron Sheet 0.8mm
Steel 0.Bmm
Color Steel Tile 0.8mm
Barbed wire/steel wire mesh 1.5mm
No-Load Speed 0-400r/min

0-1500r/min
Charge Time S0min
Battery Capacity 18V/1.5Ah
PCS/CTN 5
GW./N.W. 15.7/6kg

Measurement 52.5x38.3x30.7cm

NEW GENERATION SAFETY TOOL
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SERIES

SERIES

230602
ELECTRIC DRILL

210603
ELECTRIC SCREWDRIVER

231028
ELECTRIC DRILL

231030
ELECTRIC DRILL

— Metal protective casing

— Soft rubber grip
Retational direction switch

— Variable speed

— 710W high power

(4] 3¢+

— Metal protective casing
— Belt clip

— Rotational direction switch
= Variable speed

=43¢ ][4 O]

— Metal protective casing
Belt clip

= Rotational direction switch

= Variable speed

— Metal protective casing
— Rotational direction switch
— Variable speed

Cl| =

= E

10mm ELECTRIC DRILL 10mm ELECTRIC DRILL 6mm ELECTRIC DRILL

Max Drill Diameter: Steel & 10mm Max Drill Diameter: Steel & 10mm Max Drill Diameter: Steel & Smm Size Scope ® 6.35mm
Wood @ 25mm Wood @ 25mm ‘Wood @O 9mm ‘Wall Screw ® 6mm

Rated Input Power 450W Rated Input Power 710w Rated Input Power 230W Steel Screw @ 5mm

MNo-Load Speed 0-1850r/min No-Load Speed 0-3000r/min No-Load Speed 0-3500r/min Rated Input Power 500W

Chuck Diameter @ 10mm Chuck Diameter & 10mm Chuck Diameter & 6.5mm No-Load Speed 0-2500r/min

PCS/CTN 10 PCS/CTN 10 PCS/CTN 10 PCS/CTN 10

GMWL/NW. 16.5/14kg GW./NW. 22.5/17kg G.W./NW. 15.1/12.5kg GW./NW. 20.6/17kg

Measurement 51.5x37.5%22cm Measurement 61.2x44.5x27cm Measurement 51.5x38x22.5cm Measurement 59.5x41x24.5cm

231023
ELECTRIC DRILL

— Rotational direction switch
— Variable speed
— Horizontal bubble in the housing |

13[4

231032
ELECTRIC DRILL

— Belt clip
— Rotational direction switch
— Variable speed

ClE{E =

231309
ELECTRIC DRILL

— Metal protective casing

| =1

231603
ELECTRIC DRILL

— Internal Extra Insulation({lEl)
technology
— Metal protective casing !

|

10mm ELECTRIC DRILL 10mm ELECTRIC DRILL 13mm ELECTRIC DRILL 16mm ELECTRIC DRILL
Max Drill Diameter: Steel @ 10mm Max Drill Diameter: Steel @ 10mm Max Drill Diameter: Steel @ 13mm Max Drill Diameter: Steel @ 16mm
Wood @ 15mm Wood @ 15mm ‘Wood @ 32mm Wood @ 32mm
Rated Input Power 350W Rated Input Power 400W Rated Input Power 710w Rated Input Power FO0W
No-Load Speed 0-3500r/min No-Load Speed 0-3500r/min No-Load Speed 750r/min No-Load Speed 750r/min
Chuck Diameter @ 10mm Chuck Diameter @ 10mm Chuck Diameter @ 13mm Chuck Diameter @ 16mm
PCS/CTN 10 PCS/CTN 10 PCS/CTN 5 PCS/CTN 5
GW./INW. 17/15kg GW./NW. 18.2/15kg GW./NW. 17/15kg GW./INW. 24.1/22kg

Measurement

05 | NEW GENERATION SAFETY TOOL

A46x35.5%26.5cm

Measurement 57%39.5%24.5cm

Measurement 51,5%32.5%30.5cm

Measurement 67x37x32cm

NEW GENERATION SAFETY TOOL
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| &

CORDLESS SERIES
| 5

|

221312

IMPACT DRILL

— Metal protective casing
— Soft rubber grip

— Rotational direction switch
— Variable speed

— Impact/drill switch

SERIES

221308
IMPACT DRILL

— Metal protective casing
— Rotational direction switch
— Variable speed

= Impact/drill switch

w38~ EE

T = 13mm IMPACT DRILL 13mm IMPACT DRILL
—— Z A Max Drill Diameter: Concrete @ 13mm Max Drill Diameter: Concrete @ 13mm
s - o . — Steel ® 10m Steel ® 10mm
Wood G25mm Wood GO30mm
1 Rated Input Power H50W Rated Input Power 710W
] \ Mo-Load Speed 0-3000r/min Mo-Load Speed 0-2900r/min
| Max Impact Rate 0-48000/min Max Impact Rate 0-46400/min
| PCS/CTN 10 PCS/CTN 10
GW./NW. 27/21kg GW./NW. 27.5/24kg
Measurement 62%45.5%27cm Measurement 58.5x43x30cm

221302 221310
IMPACT DRILL IMPACT DRILL

— Metal protective casing
= Rotational direction switch
— Wariable speed

— Impact/drill switch

— Soft rubber grip
— Rotational direction switch
— Variable speed

— Impact/drill switch

SB[+l 175l B | =1

13mm IMPACT DRILL 13mm IMPACT DRILL
Max Drill Diameter: Concrete @ 13mm Max Drill Diameter: Concrete @ 13mm
Steel @ 10mm Steel @ 10mm
Wood D20mm Wood ®25mm
Rated Input Power 400W Rated Input Power 750W
Mo-Load Speed 0-2800r/min Mo-Load Speed 0-3000r/min
Max Impact Rate 0-44B800/min Max Impact Rate 0-48000/min
PCS/CTN 10 PCS/CTN 10
GW./NW. 23.8/1%ksg GW./NW. 25/19.5kg
Measurement 57x40.5x27.5cm Measurement 59.5x40x2%cm

07 | NEW GENERATION SAFETY TOOL NEW GENERATION SAFETY TOOL | 08



ROTARY HAMMER SERIES

222623

HAMMER
&MIXER

— SDS PLUS chuck
Variable speed

— Soft rubber grip

Max Dirill Djamcier Concrete
Steel
Wood

Rated Input Power

Mo-load speed

Max Impact Rate

Impact Energy

PCS/CTN

GW./MNW.

Measurement

el B

LACELA

222801

— SD5 PLUS chuck

— Variable speed

— Ruotational direction switch
— 3 Functions:drill/rotary hammer/hammer
— Soft rubber grip

7?75WW@

Max DrlII I):amewr ConcrerP
Steel
Wood

Rated Input Power

No-load speed

Max Impact Rate

Impact Energy

PCS/CTN

GW./NW.

Measurement

RATION SAFETY TOOL

— Rotational direction switch
= 3 Functions:drill/rotary hammer/hammer

ROTARY HAMMER

Ol

(D 26rnm

@ 13mm

@ 32mm

850W
0-1100r/min
0-4800/min

3)

5

32/17kg
71.5%46x34.3cm

ROTARY HAMMER

(D 28mm

@ 13mm

& 32mm

g00W
0-1100r/min
0-4900/min

3.2)

5

32.5/18kg
71.5x46x34.3cm

222301

ROTARY HAMMER

— SDS PLUS chuck
- Variable speed

— Rotational direction switch
- 2 Functions:drill /rotary hammer

= Soft rubber grip

IDED@@

Max Drill Diameter: Cuncre[e
Steel
Wood

Rated Input Power

Mo-load speed

Max Impact Rate

Impact Energy

PCS/CTN

GW./NW.

Measurement

222610S

G) 23mm

@ 13mm

d 30mm

550W
0-1100r/min
0-3900/min

2]

5

22/13kg
59.5x42x31.5cm

ROTARY HAMMER

— SDS chuck

- 2 Functions:rotary hammer/hammer

Max Dnll Dlameler Concrete
Steel
Wood

Rated Input Power

No-load speed

Max Impact Rate

Impact Energy

PCS/CTN

GW/NW.

Measurement

DVF@WT

850r/min
4900/min

5)

3

24.4/15kg
46.5x41x38cm

SERIES

222403

ROTARY HAMMER

— 5D5 PLUS chuck
- Variable speed

~— Rotational direction switch

- 3 Functions:drill/rotary hammer/hammer

— Soft rubber grip

IDIEII@

Max Dr||l Dlameter Concrete
Steel
Wood

Rated Input Power

Mo-load speed

Max Impact Rate

Impact Energy

PCS/CTN

GIWL/NW.,

Measurement

222806

P 13mm

& 30mm

720W
0-1100r/min
0-4800/min

28]

5

28/17kg
62.5x41.5%29.8cm

ROTARY HAMMER

— SDS chuck

— 2 Functions:rotary hammer/hammer

Max Drill Diameter: Concrete
Steel
Wood

Rated Input Power

Mo-load speed

Max Impact Rate

Impact Energy

PCS/CTN

GWL./NW.,

Measurement

1300r/min
4700/min

5)

4

24/23kg
48.5x41x34cm

NEW GENERATION SAFETY TOOL | 10



11

SERIES LAl

223004 223007 224002

DEMOLITION HAMMER DEMOLITION HAMMER DEMOLITION HAMMER ELECTRIC MIXER ELECTRIC MIXER

TG TG |

Rated Input Power 1050W Rated Input Power 1io0w Rated Input Power
Max Impact Rate 2200/min Max Impact Rate 2%00/min Max Impact Rate
PCS/CTN 3 PCS/CTN 2 Impact Energy
GW./NW. 31.5/20kg GW./NW. 20.7/13ke PCS/CTN
Measurement 51x38.5x34cm Measurement 51x25.5%32.5cm GW./NW
Measurement

226501 22150A 22170A

DEMOLITION HAMMER DEMOLITION HAMMER DEMOLITION HAMMER

SERIES

281410
281004 281403 281411E5

ELECTRIC MIXER

1350W
4150/min

15J)

2

12.7/15kg
51x25.5%x32.5cm

Rated Input Power 710W Rated Input Power 1050W Rated Input Power 1020W

No-Load Speed 750r/min No-Load Speed 260-650r/min No-Load Speed 1050r/min/650-1050r/min
Spindle Thread M12 Spindie Thread M14 Spindie Thread M14

PCS/CTN 4 PCS/CTN 4 PCS/CTN 3

GW./NW. 16/14kg GMWL/NW. 21.9/13kg GMWL/NW. 17/10kg

Measurement 58x33x52.5cm Measurement 61.5%x33x50cm Measurement 61x26.5%62.5cm

COLOR:BLACK/SILVERY WHITE

d | f L )
@ D01 D03 D04 : Suitable in the low viscosity fluid
system,different impeller parameter and combina tion
available for the solid,fluid and aerosol.
@ DO2: Has the high pump over function,uses in the low
@] @] " @ viscosity fluid the mix,the circulation and so on.
@ D05 D04 : Provides the high shear action,is suitable in
65 DEMOLITION HAMMER 150A DEMOLITION HAMMER 170A DEMOLITION HAMMER . g}f?’ ‘3‘5‘;‘?‘5“?':‘;:'“.‘“' — : A /1
Rated Input Power 1500W Rated Input Power 2000W Rated Input Power 1800W on [[uid- dilllp‘;r;:nmn:j t:;:: ‘::;iigf R <] ~ '\
Max Impact Rate 1450/min Max Impact Rate 1900/min Max Impact Rate 2000/min Kinrat : — Pg s
PCS/CTN 1 Impact Engery 50) Impact Engery 70J ,‘_:"
GW./NW. 20.5/15kg PCS/CTN 1 PCS/CTN 1
Measurement 71x17x30cm GW./NW 21/14.5kg GW./NW 24.5/16.5kg Do1 D02 D03 D04 DOS DO& DO7 D08
Measurement B88.5%x18x36cm(BMC package) Measurement 92x19x40.5cm

NEW GENERATION SAFETY TOOL

NEW GENERATION SAFETY TOOL | 12
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241058
ANGLE GRINDER

241056
ANGLE GRINDER

= Slim body and high-power
- Large output torque and smarl noise
— Multiple dust-proof, effectively
prevent dust from entering

= Slim body and high-power
Secure self-locking structure

= Multiple dust-proof, effectively
prevent dust from entering

S

@® 100mm/d 115mm

@ 100mm/d 115mm

Rated Input Power 710W Rated Input Power 250W
Spindle Thread M10/MI4 Spindle Thread M10/MI4
MNo-Load Speed 12500r/min MNo-Load Speed 12000r/min
PCS/CTN 10 PCS/CTN 10
GMWL/NW. 20/15kg GW./NW. 22.3/17kg

Measurement 69x31x24cm Measurement 69x33x24cm

NEW GENERATION SAFETY TOOL

241053

ANGLE GRINDER

— Metal protective casing

— Spindle lock
— Slim body

Rated Input Power
Spindle Thread
Mo-Load Speed
PCS/CTN
GW./NW.
Measurement

241036

@ 100/115mm
710w
M10/MI4
12000r/min

10

21.5/17kg
65x35x24cm

ANGLE GRINDER

Metal protective casing
— Spindle lock
Slim body

Rated Input Power
Spindle Thread
No-Load Speed
PCS/CTN
GW./NW.
Measurement

@& 100mm/® 115mm
&00W

M10/Mi4
11000r/min

10

23/21ke
A69%36.5%24.5cm

— Metal protective casing
— Spindle lock

— Slim body

— Wariable speed

& 100/115mm

Max Disc Diameter
Rated Input Power 710W

Spindle Thread M10/MI4
Mo-Load Speed 5500-12000r/min
PCS/CTN 10

GW./NW, 21.5/17kg
Measurement 69%36.5%24.5¢cm

241107E
241108
ANGLE GRINDER

Metal protective casing
— Dust-Proof labyrinth construction
- Spindie lock
— Variable speed

— Metal protective casing

— Dust-Proof labyrinth construction
— Spindle lock

— VMariable speed

=0}z0][3.4 [O] 3¢

U0 Lomim AN(

RINDER

Max Disc Diameter § 100/115mm
Rated Input Power 850w

Spindle Thread M10/MI4
Mo-Load Speed 5500-11000r/min
PCS/CTN 10

GW./NW. 25.5/19kg
Measurement 69x34x25cm

241112]

241110
ANGLE GRINDER

- Metal protective casing
— Dust-Proof labyrinth construction
Spindle lock
— Mariable speed

Rated Input Power  900W

Spindle Thread Mi1d

Mo-Load Speed 7000-12000r/min/12000r/min
PCS/CTN 10

GW./NW. 24/20kg

Measurement 75%35.5%25.5cm

Rated Input Power  850W

Spindle Thread M14

Mo-Load Speed H000-12000r/min/12000r/min
PCS/CTN 10

GW./NW. 24.8/20kg

Measurement 63x42x24cm

NEW GENERATION SAFETY TOOL | 14



SERIES > L IN SERIES

241010 241028 241105 X 241208
ANGLE GRINDER ANGLE GRINDER ANGLE GRINDER 241210 241508

ANGLE GRINDER __ ANGLE GRINDER

— Metal protective casing — Metal protective casing
— Metal protective casing — Metal protective casing — Metal protective casing — Dust-Proof labyrinth construction — Dust-Proof labyrinth construction
— Spindie lock — Spindie lock — Dust-Proof labyrinth construction — Spindle lock — Spindle lock
Slim body — Slim body Spindle lock — Variable speed

£)e® C€l9] ][4 (]

EE® EEE

100/115mm ANGLE GRINDER 100/115mm ANGLE GRINDER 115mm ANGLE GRINDER | 125mm ANGLE GRINDER
Max Disc Diameter @© 100mm/® 115mm  Max Disc Diameter @ 100mm/® 115mm  Max Disc Diameter © 115mm 241211 241210 241208 241508
Rated Input Power 550W Rated Input Power 750W Rated Input Power S00W Max Disc Diameter @ 125mm @ 125mm Max Disc Diameter D 125mm @ 150mm
Spindle Thread M10/M14 Spindle Thread M10/M14 Spindle Thread M14 Rated Input Power 1300w 1300w Rated Input Power 1300W 1300W
No-Load Speed 11000r/min No-Load Speed 10000r/min Mo-Load Speed 11000r/min Spindle Thread M14 M14 Spindle Thread M14 M14
PCS/CTN 10 PCS/CTN 10 PCS/CTN 10 MNo-Load Speed 6000-11000r/min 11000r/min No-Load Speed F000r/min 9000r/min
GW./NW. 22.7/1%e GW./NW. 23/21.5kg GW./NW. 24/19.4kg PCS/CTN 6 6 PCS/CTN 4 4
Measurement 66Xx34x22cm Measurement 66.5%33.5%23cm Measurement 72x36x27cm GW./NW. 20.6/19.8kg 20.6/1%.8kg GW./NW. 16/13kg 17/13.3kg
Measurement 47.5%37.5%25.5cm 47.5%37.5%25.5cm Measurement 49%x30.5x27.5cm 49x37%27cm

2410235 241020 2410245 241803/242303 242305
ANGLE GRINDER ANGLE GRINDER ANGLE GRINDER ANGLE GRINDER ANGLE GRINDER

~ Internal Extra Insulation({IEl) technology

; rE:ETI protfeli:tllve_ca;lng ke rn:tur houste — Internal Extra Insulation(lEl) technology — Metal protective casing
— Metal protective casing s Sﬁlijils'ld!irf;cka yFinth:consinickion = 90 degree left and 90 degree right swivel handle — Spindle lock

— Spindle lock = . — D shape handle

Soft rubber grip = High power , easy work ‘I‘) @ E "\. J @
b — =7l I = — The outer carbon brush is easy to change a2 ]
& 20|20 2 2020 & s ol

100/115mm ANGLE GRINDER 100/115mm ANGLE GRINDER [ 100/115mm ANGLE GRINDER 241803 242303 Max Disc Diameter ®230mm

Max Disc Diameter © 100mm/® 115mm  Max Disc Diameter @ 100mm/® 115mm Max Disc Diameter @ 100mm/® 115mm Max Disc Diameter @ 180mm $ 230mm Rated Input Power 2200w

Rated Input Power 850W Rated Input Power 720W Rated Input Power 850W Rated Input Power 2200W 2200W Spindle Thread M14

Spindle Thread M10/M14 Spindle Thread M10/M14 Spindle Thread M10/M14 Spindle Thread Mi1d Mi4 No-Load Speed &500r/min
No-Load Speed 11000r/min No-Load Speed 10000r/min No-Load Speed 11000r/min No-Load Speed 8000r/min 6500r/min PCS/CTN 4

PCS/CTN 10 PCS/CTN 10 PCS/CTN 10 PCS/CTN 4 4 GW./MW. 23.5/19.5kg
GW./NW. 25/19.4kg GW./NW. 27.5/22kg GW./NW. 26/21.5kg GW./NW. 27.5/21.5kg 27.8/21.5ke Measurement 56.5%28.5x33cm
Measurement 69x34.5%25cm Measurement 68x3IFx24.5cm Measurement GIx44x25cm Measurement &3x28x%37cm G3x28x37cm

15 | NEW GENERATION SAFETY TOOL NEW GENERATION SAFETY TOOL | 16



SERIES " WOOD W s SERIES

201202 201804 201807 201802
VERTICAL GRINDER ANGLE POLISHER ANGLE POLISHER ANGLE POLISHER

- {55
g P

=@l 3¢/[O] C€ #ERACE Lle® e o] [

: 180mm ANGLE POLISHER 180mm ANGLE POLISHER 180mm ANGLE POLISHER
125x20mm VERTICAL GRINDER Pad Size 180mm Pad Size 180mm Pad Size 180mm

Max Disc Diameter 125x20mm Rated Input Power 1050W Rated Input Power 1200W Rated Input Power 1300W

Rated Input Power 1300W Spindle Thread M14 Spindle Thread Mi14 Spindle Thread Mi4

Mo-Load Speed 5000r/min No-Load Speed 650-2100r/min No-Load Speed 1000-3600¢/min MNo-Load Speed 1000-3000r/min
PCS/CTN 4 PCS/CTN 8 PCS/CTN 4 PCS/CTN L]

G/ N.WL 20/16kg GW./N.W. 29/22.5kg GW./NW. 14.7/10kg GW./NW. 265/20.5kg
Measurement 63x32.5%24.5cm Measurement 68x40x27.5cm Measurement 52x38x27cm Measurement 59x51x31cm

201004 202507 202516 268203 268210 269003
DIE GRINDER DIE GRINDER DIE GRINDER ELECTRIC PLANER ELECTRIC PLANER ELECTRIC PLANER

A E ~EE Ralez|[=! ol |
25x32mm DIE GRINDER R .

90mm ELECTRIC PLANER

82mm 82mm Width Of Cutter P0mm
Max Outer-Dia 10x16mm Max Outer-Dia 25x32mm Max Outer-Dia 25x32mm Cut-Depth 1mm Cut-Depth 2mm Cut-Depth 2mm
Rated Input Power 160W Rated Input Power 280W Rated Input Power 400W Speed 16000/ min Speed 16000r/min Speed 15000r/min
Mo-Load Speed 0-30000r/min Mo-Load Speed 10000-24000r/min Mo-Load Speed 10000- 27000/ min Rated Input Power S00W Rated Input Power 750W Rated Input Power 1050W
PCS/CTN 15 PCS/CTN 15 PCS/CTN 10 PCS/CTN & PCS/CTN 4 PCS/CTN 3
GW./MNW. 13.8/10.9kg GW./NW. 19/16ke GW./MW. 17/14.5kg GW./NW. 20.7/15.5kg GW./NW. 15/12kg GW./NW. 15.5/14.5kg
Measurement 60.5%27x23cm Measurement S56m29%x26cm Measurement 55x33x17cm Measurement 53x32.5x38cm Measurement 42%34.2x40cm Measurement T1x40.5x21.7cm

17 | NEW GENERATION SAFETY TOOL NEW GENERATION SAFETY TOOL | 18



SERIES YA\ == - | ING SERIES

201101 201106 209306 260603 266502 206101
ORBITAL SANDER ORBITAL SANDER ORBITAL SANDER ELECTRIC TRIMMER JIG SAW BELT SANDER

— Integrated dust exhaust system = Rubber overmould provides

— Dust extraction connector — Integrated dust exhaust system improved grip and comfort

— Sanding paper clamping system — Sanding paper clamping system — Switch with dust protected offers
= Soft rubber grip ~— Soft rubber grip reliability and easy of use

[o] C€ =] [l Ce

110x100mm ORBITAL SANDER 110x100mm ORBITAL SANDER 93x185mm ORBITAL SANDER ‘6mm ELECTRIC TRIMMER 65mm JIG SAW 100x610mm BELT SANDER

Pad Size 110x100mm Pad Size 110x100mm Pad Size 93x185mm Chuck Diameter amm Cutting Capacity  Steel 10mm Sanding Belt Size 100xA10mm

Orbital 12000/min Orbital 14500/min Orbital 13500/min Rated Input Power 500W Wood H5mm Belt Speed 500m/min

Rated Input Power iso0wW Rated Input Power 240W Rated Input Power 320w MNo-Load Speed 30000 /min Rated Input Power 550W Rated Input Power 1200W

PCS/CTN 10 PCS/CTN 12 PCS/CTN 10 PCS/CTN 8 No-Load Speed 500-3000r/min PCS/CTN 2

GW./NW. 17.7/14kg GW./NW, 16/12ke GW./NW. 21.6/18.6kg GW./NW. 19/14.5kg PCS/CTN 8 GW./NW, 15.5/11.5kg

Measurement 75x19%35.5cm Measurement 4Tx17xd44cm Measurement 52.5x30.5%34.5cm Measurement 66.5%30%23.5cm GW./NW. 28.88/1%g Measurement 39.5x38x30cm
Measurement 75.5%36.5x28cm

202302 201108 201205 261204 272803 X 264008
ORBITAL SANDER ORBITAL SANDER RANDOM ORBITAL SANDER PLUNGE ROUTER 272804 ELECTRIC CHAIN SAW

ELECTRIC BLOWER

mce

125mm RANDOM ORBITAL SANDER

=

110x100mm ORBITAL SANDER

115x226mm ORBITAL SANDER 12mm PLUNGE ROUTER [ELECTRIC BLOWER 405mm ELECTRIC CHAIN SAW

Pad Size 115x226mm Pad Size 110x100mm Pad Size 125mm Chuck Diameter 12mm Wind Volume 2.8m*/min Rated Input Power 1800W
Orbital 12500/ min Orrbital 14500/min Orbital 4000-12000/min Plug Running 0-65mm Rated Input Power A00W Chain Speed 500m/min
Rated Input Power 430W Rated Input Power 260W Rated Input Power 300W Rated Input Power 1500W No-Load Speed 7000-146000/16000r/min Guide Plate Length A05mm
PCS/CTN & PCS/CTN 10 PCS/CTN B Mo-Load Speed 22000r/min PCS/CTN & PCS/CTN 4

GW./INW. 21/17.5kg GW./NW, 17.7/14kg GW./NW. 14.8/12kg PCS/CTM 4 GW./NW. 13/9.5ke GW./NW. 22/15kg
Measurement 39.5x35x40cm Measurement 75x%19%35.5cm Measurement 38.5x36.5%24.5cm GW./NW. 28.5/21kg Measurement 54.5x26%37.5cm Measurement 52x46.5x39.5cm

Measurement 60.3x45.3x28.5cm
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CIRCULAR SAW

WOO

NEW GENERATION SAFETY TOOL

SERIES

LACELA

Angle adjustment
Cutting depth adjustment
Spindle lock

= Soft rubber grip
Dust extraction connector

Blade Diameter
Max Cutting Capacity

Rated Input Power
MNo-Load Speed
PCS/CTN
GW./NW.
Measurement

CIRCULAR SAW

Angle adjustment
Cutting depth adjustment
Spindle lock

Soft rubber grip

Blade Diameter
Max Cutting Capacity

Rated Input Power
Mo-Load Speed
PCS/CTN
GW./MNW.
Measurement

125mm

39mm at 90°
22mm at 45°

1300W

FO00r/min

A
18/15kg

51x37.5x45cm

180mm

60mm at 90°
44mm at 45°
1300w
5000r/min

4

215/1%g
48x34.5x41cm

4

CIRCULAR SAW SERIES

— Angle adjustment

Cutting depth adjustment

= Spindle lock

Blade Diameter
Max Cutting Capacity

Rated Input Power
No-Load Speed
PCS/CTN
GW./NW.
Measurement

CIRCULAR SAW

— Angle adjustment

Cutting depth adjustment

- Spindle lock

Blade Diameter
Max Cutting Capacity

Rated Input Power
Mo-Load Speed
PCS/CTN
GW./NW.
Measurement

=

180mm
&60mm at 20°
Ad4dmm at 457
1200W
5500r/min

4

18.5/15.5kg
48x34x38.5cm

180mm
55mm at 90°
&4mm  at 45°
1300W
GO00r/ min

4

19.5/16.5kg
47x34.5x41cm

CIRCULAR SAW

Angle adjustment
Cutting depth adjustment

Spindle lock
Soft rubber grip

Blade Diameter 235mm

Max Cutting Capacity 85mm at 90°
40mm at 45°

Rated Input Power 2300W

MNo-Load Speed 3500r/min

PCS/CTN 2

GWL/NW. 18/16.5kg

Measurement 57x39x25cm

NEW GENERATION SAFETY TOOL |
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SAWS&CUTTER SERIES I—ABELA SAWS&CUTTER SERIES

211 rn-'
‘)J_“L:{IIH% 1102

diice vt mi‘._-u.u«-mf

MARBLE CUTTER MARBLE CUTTER

253504

CUT-OFF
MACHINE

Lock-off button
— Cutting depth adjustment
Cutting disc safety casing

— Angle adjustment — Angle adjustment — Carrying handle
- Cutting depth adjustment — Cutting depth adjustment Cutting depth adjustment — Soft rubber grip
— Diamond cutting blade safety casing — Diamond cutting blade safety casing — Diamond cutting blade safety casing , \tl
.L NEW \5
| - .’f

Blade Diameter 110mm B|JL|E Diameter 110mm Blade Diameter 110mm Max Cutting Capacity 2.5mm Blade Dmne[er 355mm

Max Cutting Capacity 34mm Max Cutting Capacity 34mm Max Cutting Capacity 34mm Rated Input Power 750W Max Cutting Capacity 100mm

Rated Input Power 1400W Rated Input Power 1100W Rated Input Power 1400w Mo-Load Speed 0-2400r/min /2400r/min Rated Input Power 2000W
No-Load Speed 13000r/min No-Load Speed 11000/ min No-Load Speed 12500r/min PCS/CTN 5 No-Load Speed 3600r/min
PCS/CTN ] PCS/CTN 5] PCS/CTN & G.W./NW. 16/15ke PCS/CTN 1

GW./NW. 24/18kg GW./INW. 21/18kg GW./NW. 23.8/18kg Measurement 52x45x22cm GW./NW. 15/13ke
Measurement 67x27x37cm Measurement 68x24x35cm Measurement 67Tx27x37cm Measurement 55%29,5x41cm

y _;-' ]~

272502 272503 253506 253509
ELECTRIC SHEAR ELECTRIC SHEAR CUT-OFF | CUT-OFF
MACHINE MACHINE

- Lock-off button
— Cutting depth adjustment
— Cutting disc safety casing
— Carrying handle
- Soft rubber grip

— Lock-off button
= Cutting depth adjustment
— Cutting disc safety casing
= Carrying handle

Soft rubber grip

CTRIC SH J Blade Diameter 355mm Blade Diameter 355mm

ey . ——— " : Max Cutting Capacity 100mm Max Cutting Capacity 100mm
Max Cutting Capacity 2.5mm Max Cutting Capacity 2.5mm Rated Input Power 2300W Rated Input Power 2200W
Rated Input Power S00W Rated Input Power S00W No-Load Speed 3600r/min No-Load Speed 3800r/min
Mo-Load Speed 2600r/min Mo-Load Speed 2600r/min PCS/CTN 1 Mind Stand Angle 0-45°
PCS/CTN 8 PCS/CTN & GW./NW. 16.8/15kg PCS/CTN 1
GW./N.W. 23.6/20kg GIWLNW. 22.3/19.5kg Measurement 56x31x41.5cm GW./NW. 18.2/16.8kg
Measurement 36x33x33.6cm Measurement 34.5%33.5x37cm Measurement 55x34%42 5cm

[I
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NEW GENERATION SAFETY TQOL

SAWS & CUTTER SERIES

) PRECISION
MITER SAW

Blade Diam

Max Cutting C.-:pmty
Mild Stand Angle
Rated Input Power
MNo-Load Speed
PCS/CTN

GW./NW.
Measurement

252505
MITER SAW

= Rotary table

Blade Diameter
Max Cutting Capacity

Mild Stand Angle
Rated Input Power

Measurement

%140mm at $0°
(0-45°
1380W
5000r/min
1
8.15/7kg
53x40.5x40.5cm

255mm
90° 88x2 90mm

0-45
1650W
4600r/min

1
20.2/14.7kg
78.5x52x47cm

— Rotary table
— Clamping device
— Dust extraction connector

E|dlj" r"
Max Cutting pr.«.lw

Mild Stand Angle
Rated Input Power
No-Load Speed
PCS/CTN
GW./INW.
Measurement

272103 &
273103 &

275103 2 E=

LINE LASER

Laser Diode
Leveling Type
Mount Thread
Rang

Power Source
PCS/CTN
GW./NW.
Measurement

45° 92x67mm
0-45°

1650W
4600r/min

1
17.5/14.62ke
S5&x48x40.5cm

635um
Self-leveling
M12

20m

Lithium battery

‘53 5x22.5%49¢m
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MMA-315A5
WELDING MACHINE

Technigue
Voltage
Frequency

Mo Load Voltage
Duty cycle
Rated Output Current
Insulation Class
Protection Class
PCS/CTN
Electrode
GW./NW.
Measurement

220V £15%/380V £15%
50/60Hz
8oV

&0%
30-315A

B

1P23

1

1.6-4.0mm
12.5/10KGS
63x33x44cm

27 | NEW GENERATION SAFETY TOOL

SERIES

MMA-140A

WELDING MACHINE

Technique
Voltage
Frequency

Mo Load Voltage
Duty cycle
Rated Output Current
Insulation Class
Protection Class
PCS/CTN
Electrode
GW./NW.
Measurement

MMA-400A

IGBT

220V £15%
50/60Hz
80V

60%
30-140A

B

IP23

4
1.6-3.2mm
24/20KGS
F1x55x36cm

WELDING MACHINE

Technigque
Voltage
Frequency

Mo Load Voltage
Duty cycle
Rated Output Current
Insulation Class
Protection Class
PCS/CTN
Electrode
GW./NW.
Measurement

IGBT

380V £15%
50/60Hz
75V

60%
40-400A

B

1P23

1
1.6-4.0mm
13/11 KGS
59x32x43cm

MMA-250AS
WELDING MACHINE

Technique
Voltage
Frequency

Mo Load Voltage
Duty cycle
Rated Output Current
Insulation Class
Protection Class
PCS/CTN
Electrode
GW./NW.
Measurement

IGBT

220V £15%/380V £15%

50/60Hz
ao0v

60%
30-250A

B

IP23

1

1.6-3.2mm
B8/7TKGS
45x27%35cm

MMA-400AS
WELDING MACHINE

Technique
Voltage
Frequency

Mo Load Voltage
Duty cycle
Rated Output Current
Insulation Class
Protection Class
PCS/CTN
Electrode
GW./N.W.
Measurement

IGBT

380V £15%
50/60Hz
70V

60%
40-400A

B

P23

1
1.6-4.0mm
13/11 KGS
62x33x44cm

27-P625B
AIR PIN NAILER

27-422)B

AIR STAPLER NAILER

SERIES

27-1013JB

Working Pressure
Inner Diameter of Air Pipe
Capacity of Magazine
Mail Type

Nail Size{mm)

NW.

27-ST64B

Working Pressure

0.4-0.7Mpa

amm Inner Diameter of Air Pipe
75pcs Capacity of Magazine

Pin Nail Mail Type

©0.63x25(Max) Nall Size{mm)

D.85KGS N,

AIR CONCRETE

NAILER

Working Pressure
Inner Diarmeter of Alr Pipe
Capacity of Magazine
Nail Type

Mail Size(lmm)

N.W.

0.4-0.7Mpa
8mm

75pcs

Steel Nail
D2.2x64(Max)
3.1KGS

27-F30B
AIR BRAD NAILER

Working Pressure 0.4-0.7Mpa
Inner Diameter of Air Pipe 8mm
Capacity of Magazine 100pcs

Nail Type Brad Nail
Nail Size(mm) @1.05xL30(Max)
MW, 1.2KGS

AIR STAPLER NAILER

0.4-0.7Mpa 0.4-0.7Mpa
8mm Inner Diameter of Air Pipe 8mm
100pcs Capacity of Magazine 100pcs
Staple Nail Type Staple
DO.6xdx22(Max) Mail Size(mm) D0.6xdx13({Max)
1.2KGS NW. 0.85KGS
27-F30C 27-T50B
AIR BRAD NAILER AIR BRAD NAILER

Working Pressure 0.4-0.7Mpa
Inner Diameter of AirPipe 8mm
Capacity of Magazine 100pcs

Nail Type Brad Nail
Mail Size(mm) ©1.05L30{Max)
N.W. 1.25KGS

Working Pressure 0.4-0.7Mpa
Inner Diameter of AlrPipe 8mm

Capacity of Magazine 100pcs

Nail Type Brad MNail

Mail Sizelmm) ©1.6xL50(Max)
NW. 2.1KGS

NEW GENERATION SAFETY TOOL
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110(4")x1.8x1.2x24T $20
110(4")x1.8x1.2x30T (20
110(4")x1.8x1.2x40T 20
110(4")x1.8x1.2x40T 20
115(4.5"%1.8%1.2x40TD20
125(5"x1.7x1.1x30TX20
150(6")%2.2x1.5x30TX20
150(6")x2.2x1.5x40T $20
150{6")x2.2x1.5x60T G20
180(7")x2.2x1.5x24T 025.4
180(7")%2.2x1,5x30T $25.4
180(7")x2.2x1.5x40T ©25.4
180(7")x2.2x1.5x60T ©25.4
180(7")x2.2x1.5x80T $25.4
200(8")x2.2x1.5x30T 254
200(8")x2.2x1.5x40T 0254
200(8")x2.2%1.5x60T B©25.4
200(8"}x2.2x1.5x80T ®25.4
200(8")x2.2x1.5x100T (25.4
230(9")x2.6x1.8x24T b25.4
230(9")x2.6x1.8x30T 125.4
230(9")x2.6x1.8x40T ®25.4
230(9")x2.6x1.8x60T $25.4
230(9")%2.6x1.8x80T ©25.4
230(9")x2.6x1.8x80T B25.4
230(9")x2.6x1.8x100T ©25.4
250{10%)x2.8x1.8x24T ©25.4
250({10")x2.8x1.8x30T h25.4
250(10")x2.8x1.8x40T 1254
250{10")%2.8x1.8x60T 254
250{107)%2.8x1.8x80T ©25.4
250(10%x3.0x2.0x100TdD25.4
250(107)%3.0x2.0x120Tx25.4
254{10")x3.2x2.2x120Tx25.4
250{10")x2.8x1.8x100Th25.4
250(10"x2.8x1.8x120Th25.4
300(12°)x3.2x2.2x24T $30
300(12")x3.2x2.2x30T ©30
300(12")x3.2x2.2x40T 30
300(12%)x3.2%x2.2x60T O30
300(12")x3.2x2.2x80T $30
300{12")x3.2x2.2x100TP30
300(12")x3.2x2 2x120Td30
300(127)x3.2x2 2x100Td30
300{12")x3.2x2.2x120TD30
350(14")x3.2X2.4x60T 25.4
350(14")x3.2X2.4x80Tx25.4
350(14")x3.2X2.4x120Tch25.4
350(14")x3.2X2.4x120TD25.4
400(16")x3.2X2.4x120TO30

ABT
ABT
ABT

ABT
ABT
ABT
ABT
ABT
ABT
ABT
ABT
ABT

ABT
ABT
ABT
ABT

ABT
ABT
ABT
ABT
ABT
FT

ABT
ABT
ABT
ABT
ABT
ABT
ABT
ABT
FT

ABT
ABT
ABT
ABT
ABT
ABT
ABT

FT
ABT
ABT
ABT
FT
F'T
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LACELA

WOooD
WooD
WOOoD
ALUMINUM
WooD
WooD
WooD
WooD
WOOoD
WooD
WooD
WwoobD
WooD
ALUMINUM
WOooD
WooD
WOOoD
WooD
ALUMINUM
WooD
WOooD
WOoD
WwooD
WooD
ALUMINUM
ALUMINUM
WooD
WoobD
WooD
woobD
WooD
WwooD
WOooD
WooD
ALUMINUM
ALUMINUM
WOOoD
WOooD
WooD
WooD
WOoD
WooD
WwooD
ALUMINUM
ALUMINUM
WooD
WooD
WwooD
ALUMINUM
ALUMINUM

DIAMOND SAW BLADE

TWIST DRILL BIT

SDS PULS HAMMER DRILL BIT

$110x20x1.8mm 1 ALL-purpose
©115x22.2%2.0mm 1 ALL-purpose
D125x22.2%2.0mm 1 ALL-purpose
D150%22.2%2.2mm 1 ALL-purpose
P180x22.2%2. 4mm 1 ALL-purpose
©230x22.2%2.6mm 1 ALL-purpose
G250x25.4%2.7mm 1 ALL-purpose
H300%25.4%3.0mm 1 ALL-purpose
D350x25.4%3.2mm 1 ALL-purpose
G400x25.4%3.4mm 1 ALL-purpose
O450x25.4%3.6mm 1 ALL-purpose
BD500x25.4%4.0mm 1 ALL-purpose

CHISEL

4x250

1 SD5 PLUS POINT CHISEL
14x250x20 1 SDS PLUS FLAT CHISEL
18x280 1 SDS MAX POINT CHISEL
18x280x25 1 SDS MAX FLAT CHISEL

CHISEL
| ——: W —

e

HEX POINT CHISEL

17x280 1

17x280x25 1 HEX FLAT CHISEL
17x400 1 HEX POINT CHISEL
17x400x25 1 HEX FLAT CHISEL

125
13.0

CHISEL

1
1
1
1
1
1
1
1
1
1
1
1
1
i
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1

30x410
30x410x35

PH65 POINT CHISEL
PH65 FLAT CHISEL

SPECIFICATION(MM) _________________ PQPCS_

6x110
6160
6x210
6x110
Bx110
Bx160
Bx260
10x110
10x160
10x210
10x260
12x110
12x160
12x210
12x260

10
10
10
10
10
10
10
i0
10
10
10
10
10
10
10

MASONRY DRILL BIT

10x120

NEW GENERATION SAFETY TOOL
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